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Nothing Found
 Sorry, the post you are looking for is not available. Maybe you want to perform a search?
  


For best search results, mind the following suggestions:
	Always double check your spelling.
	Try similar keywords, for example: tablet instead of laptop.
	Try using more than one keyword.
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This site uses cookies. By continuing to browse the site, you are agreeing to our use of cookies.
 AcceptLearn more

Cookie and Privacy Settings




How we use cookies
We may request cookies to be set on your device. We use cookies to let us know when you visit our websites, how you interact with us, to enrich your user experience, and to customize your relationship with our website.
Click on the different category headings to find out more. You can also change some of your preferences. Note that blocking some types of cookies may impact your experience on our websites and the services we are able to offer.


Essential Website Cookies
These cookies are strictly necessary to provide you with services available through our website and to use some of its features.
Because these cookies are strictly necessary to deliver the website, you cannot refuse them without impacting how our site functions. You can block or delete them by changing your browser settings and force blocking all cookies on this website.


Google Analytics Cookies
These cookies collect information that is used either in aggregate form to help us understand how our website is being used or how effective our marketing campaigns are, or to help us customize our website and application for you in order to enhance your experience.
If you do not want that we track your visist to our site you can disable tracking in your browser here:
Click to enable/disable google analytics tracking.


Other external services
We also use different external services like Google Webfonts, Google Maps and external Video providers. Since these providers may collect personal data like your IP address we allow you to block them here. Please be aware that this might heavily reduce the functionality and appearance of our site. Changes will take effect once you reload the page.
Google Webfont Settings:

Click to enable/disable google webfonts.
Google Map Settings:

Click to enable/disable google maps.
Vimeo and Youtube video embeds:

Click to enable/disable video embeds.


Privacy Policy
You can read about our cookies and privacy settings in detail on our Privacy Policy Page.
 Contact Us




	Plibrico® Plastic Refractories
Clay/Air Bond
	Product Name	%Al2O3	Service Limit	SDS
	Plibrico®Super F AB	58%	2900F / 1590C	SDS
	Plibrico®60 AB	58%	3100F / 1705C	SDS
	Plibrico®80 AB	78%	3200F / 1760C	SDS
	Plibrico®90 AB	90%	3400F / 1871C	SDS

Phosphate Bond
	Product Name	%Al2O3	Service Limit	SDS
	Plibrico®55 S	54%	3000F / 1648C	SDS
	Plibrico®68 S	68%	3100F / 1705C	SDS
	Plibrico®68 SA	68%	3100F / 1705C	SDS
	Plibrico®85 S Special	83%	3300F / 1815C	SDS
	Plibrico®90 S	90%	3400F / 1870C	SDS
	Plibrico®SiC 80	(80% SiC)	2700F / 1480C	SDS

(fine grain – soft)
	Product Name	%Al2O3	Service Limit	SDS
	Plibrico®SR 68	68%	3100F / 1705C	SDS
	Plibrico®SR 85	83%	3300F / 1815C	SDS
	Plibrico®SR 90	88%	3400F / 1870C	SDS

Plibrico HyRATE® Plastic Refractories – Gunning Grade
Clay/Air Bond
	Product Name	%Al2O3	Service Limit	SDS
	Plibrico HyRATE®Super F AB	43%	2900F / 1595C	SDS
	Plibrico HyRATE®60 AB	60%	3100F / 1705C	SDS
	Plibrico HyRATE®80 AB	78%	3200F / 1760C	SDS

Phosphate Bond
	Product Name	%Al2O3	Service Limit	SDS
	Plibrico HyRATE®68 S	68%	3100F / 1705C	SDS
	Plibrico HyRATE®85 S Special	84%	3300F / 1815C	SDS








 	
	




   



                                                                            